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Article no. Article name Dimension Notes

max. tube outer-ø min. tube outer-ø max. wall thickness min. wall thickness

mm mm mm mm

L12003155 LOKRING 6 VH Ms 08 6.090 5.910 0.88 0.72

L12003156 LOKRING 6 VH Ms 10 6.090 5.910 1.13 0.87

L12003526 LOKRING 6.35 VH Ms 07 6.440 6.260 0.77 0.63

L12003214 LOKRING 6.35 VH Ms 08 6.440 6.260 0.88 0.72

L12003287 LOKRING 6.35 VH Ms 09 6.440 6.260 0.99 0.81

L12003215 LOKRING 6.35 VH Ms 10 6.440 6.260 1.13 0.87

L12002894 LOKRING 8 VH Ms 08 8.030 7.850 0.88 0.72

L12002175 LOKRING 8 VH Ms 10 8.030 7.850 1.13 0.87

BRASS STABILISATION INSERT AND 

SPECIFICATION FOR COPPER TUBE

Introduction: All products in this chapter are suitable for applications with an operating pressure of up to 75 bar (1088 psi) 

including subcritical CO
2
 applications.

8.0   PRODUCTS SUITABLE FOR AN EXTENDED OPERATING PRESSURE RANGE 

8.1 BRASS STABILISATION INSERT AND SPECIFICATION FOR COPPER TUBE
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Dimension "L": t ube O.D. < ø 12 mm = 2 mm

               t ube O.D. ≥ ø 12 mm = 2,5 mm
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08   |   LOKRING® BRASS CONNECTORS TYPE 50 TECHNICAL DOCUMENTATION & SUBMITTAL VERSION 1.8 VULKAN LOKRING

Article no. Article name Dimension Notes

max. tube outer-ø min. tube outer-ø max. wall thickness min. wall thickness

mm mm mm mm

L12001978 LOKRING 9.53 VH Ms 07 9.620 9.440 0.77 0.63

L12003085 LOKRING 9.53 VH Ms 08 9.620 9.440 0.88 0.72

L12003086 LOKRING 9.53 VH Ms 09 9.620 9.440 0.99 0.81

L12001988 LOKRING 9.53 VH Ms 10 9.620 9.440 1.13 0.87

L12002457 LOKRING 10 VH Ms 08 10.090 9.910 0.88 0.72

L12002018 LOKRING 10 VH Ms 10 10.090 9.910 1.13 0.87

L12003646 LOKRING 12 VH Ms 08 12.090 11.910 0.88 0.72

L12002017 LOKRING 12 VH Ms 10 12.090 11.910 1.13 0.87

L12001979 LOKRING 12.7 VH Ms 07 12.790 12.610 0.77 0.63

L12003087 LOKRING 12.7 VH Ms 08 12.790 12.610 0.88 0.72

L12003088 LOKRING 12.7 VH Ms 09 12.790 12.610 0.99 0.81

L12001989 LOKRING 12.7 VH Ms 10 12.790 12.610 1.13 0.87

L12002290 LOKRING 15 VH Ms 10 15.090 14.910 1.13 0.87

L12003443 LOKRING 16 VH Ms 08 15.970 15.790 0.88 0.72

L12003089 LOKRING 16 VH Ms 09 15.970 15.790 0.99 0.81

L12001990 LOKRING 16 VH Ms 10 15.970 15.790 1.13 0.87

L12003090 LOKRING 16 VH Ms 11 15.970 15.790 1.24 0.96

L12002033 LOKRING 18 VH Ms 10 18.090 17.910 1.13 0.87

L12003091 LOKRING 19 VH Ms 09 19.150 18.950 0.99 0.81

L12001991 LOKRING 19 VH Ms 10 19.150 18.950 1.15 0.85

L12003092 LOKRING 19 VH Ms 11 19.150 18.950 1.27 0.94

L12002766 LOKRING 19 VH Ms 12 19.150 18.950 1.38 1.02

L12003649 LOKRING 22 VH Ms 08 22.330 22.130 0.88 0.72

L12003288 LOKRING 22 VH Ms 09 22.330 21.900 0.99 0.81

L12001997 LOKRING 22 VH Ms 10 22.100 21.900 1.15 0.85

L12003093 LOKRING 22 VH Ms 11 22.330 22.130 1.27 0.94

L12002895 LOKRING 22 VH Ms 12 22.330 22.130 1.38 1.02

L12003442 LOKRING 22 VH Ms 14 22.330 22.130 1.61 1.19

L12002547 LOKRING 25.4 VH Ms 10 25.500 25.300 1.15 0.85

L12002153 LOKRING 28 VH Ms 10 28.100 27.900 1.15 0.85

L12003068 LOKRING 28 VH Ms 15 28.100 27.900 1.73 1.28

L12003290 LOKRING 28.6 VH Ms 09 28.710 28.490 0.99 0.81

L12002550 LOKRING 28.6 VH Ms 10 28.710 28.490 1.15 0.85

L12003067 LOKRING 28.6 VH Ms 12 28.710 28.490 1.38 1.02

L12003070 LOKRING 35 VH Ms 12 35.030 34.810 1.38 1.02

L12003094 LOKRING 35 VH Ms 14 35.030 34.810 1.61 1.19

L12002530 LOKRING 35 VH Ms 15 35.110 34.890 1.73 1.28

L12004015 LOKRING 41.3 VH Ms 15 41.380 41.160 1.73 1.28

BRASS STABILISATION INSERT


